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ADJUSTMENTS SERVICE INFORMATION

1. Trigger Balance:

First establish the lowest fluid pressure for
proper atomization of your coating. Then
turn the Adjusting Screw (1)counter-
clockwise while triggering gun on/oft.
Stop at the fi'rst indication of gun shutting
oft slowly or not at all. At this point the fluid
pressure is greater than the spring (2)pres-
sure. Now, turn the Adjusting Screw (1)
clockwise irLbalf turn increments until the
gun positively shuts oft.

1. Genera!:

Periodic inspection of gun parts is
recommended. Disassembie gun to clean
and inspect all parts. Check for damage or
wear, replace part as needed.

2. Packing Nut:

The Packing Nut (16) should be tightened
only enough to prevent leakage. Excess
tightening aftects gun action and causes
Gun Needie (5)wear. To correctly adjust
packing nut, loosen until there is some
leakage. Tighten by turning packing nut
clockwise until there is no leakage.

2. Gun Leakage:

A. At Packing Nut: If tightening Packing
Nut (16) does not eliminate leakage,
Packings (17) and/or Gun Needie (5)
are worn. Replace as required. Follow
procedure for proper Packing Nut
adjustment.

B. At Spray Tip: If gun leaks at spray tip,
while triggering is "oft", the Gun Needie
(5)and/or Orifice (21) is worn or damaged.
Replace as required.

SERVICE KIT 801-056 FOR H-GUNS
801-307/801-308/801-309/801-385

PN 313-1272

ITEM PART
NUMBER NUMBER DESCRIPTION QUANTITY

5 911-931 Needie 1

15 711-607 Washer,Nylon 1

17 911-025 Packing, Teflon 1

20 931-004 Washer,Aluminum 1
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PN 313-1272

HEAVY
HEAVY MATERlAL

MATERlAL W/SWIVEL ZINC PAINT
ITEM PART
NO. NO. DESCRIPTION 801-308 801-309 801-385 801-307

1 801-982 Screw, Adjusting 1 1 1 1

2 701-098 Spring, Green 1 1 1 1

3 911-024 Stud, Lock 1 1 1 1

4 801-023 Nut, Lock 1 1 1 1

5 911-931 Needie Assembly, SS 1 1 1 1

6 801-932 Housing, Spring 1 1 1 1

7 801-008 Handle, Gun 1 1 1 1

8 858-620 Screw 1 1 1 1

9 801-047 Lock, Trigger 1 1 1 1

10 801-049 Spring 1 1 1 1

11 701-111 Sleeve, Pusher 1 1 1 1

12 801-952 Trigger --- -1 1 1 1

13 801-951 Clip, Trigger 2 2 2 2

14 801-950 Stud, Trigger 1 1 1 1

15 711-607 Washer, Nylon 1 1 1 1

16 911-007 Nut, Packing 1 1 1 1

17 911-025 Packing, Teflon (set of 3) 1 1 1 1

17 911-125 Packing, Leather (set of 3) Optional - -

18 801-945 Gun Head, 11/16 - 16 thread 1 1 1 1

19 801-006 Screw 1 1 1 1

20 931-004 Washer, Aluminum 1 1 1 1

21 911-850 Orifice, .085 (includes item #20) 1 1 1 1

22 512-039 Disc. Pre-Orifice, .039 1 -

23 002-531 Tip, Airless, .031 x 50 Deg 1 -

24 450-130 Safety Tip Guard Assembly, 11/16 - 16 thread 1 1 1 1

25 701-295 Swivel Assembly 1 -

26 701-093 Swivel Strainer Assembly, 1/4" NPS 1

27 809-555 Nipple, Hex, 3/8" 1 -

28 701-082 Swivel, Body 1

29 912-021 Screen, 50 mesh 1
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701-093 SWIVEL STRAINER
SERVICE INSTRUCTIONS

DISASSEMBLY:

1. Place Swivel in vise, holding by hex Bali Race (9).
2. Unthread Swivel Body (3) in counter-clockwise

direction until tree.
3. Remove trom vise betore completing disassembly.
4. Remove Spring (4),Washer (5),and Packing Set (6).
5. Remove Packing Gland (7) trom Insert (10) and

Bali Bearings (8)wil! be released.
6. Clean all parts thoroughly betore reassembly.

REASSEMBLY:

1. Place hex Bali Race (9) in vise, Bali Race side up.
2. Place Insert (10) into Bali Race (9).
3. Replace Bali Bearings (8),making sure all 9

bearings are there. Grease Bali Race.
4. Replace Packing Gland (7)with concave side

next to Bali Bearings (8).
5. Place leather Packing Set (6) over Insert (10) stem.

Push down tirmly and then grease packings
thoroughly to assist in inserting Swivel Body (3).

6. Place Washer (5)and Spring on top ot Packings (6).
7. Push Insert (10)down on to Bali Race (9}u-ntil

threads engage.
8. Tighten Insert (10)to tuil thread length.

NOTE: Order Service Kit 701-096
tor 701-093 Swivel Strainer

* Items included in Service Kit, 701-096

NOTE:Order Service Kit701-097
tor 701-295SwivelAssembly

* Items included in Service Kit, 701-097

PN 313-1272
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701-093 & 701-082 SWIVEL STRAINER ASSEMBLY

ITEM PART 801-385801-307
NO. NO. DESCRIPTION QTY. QTY.

1 711-607 Washer, Nylon 1 1

2 912-021 Screen, 50 Mesh 1

3 701-902 Body, Swivel 1 1

*4 701-055 Spring 1 1

*5 701-058 Washer 1 1

*6 912-001 Packing 3 3

7 701-057 Gland, Packing 1 1

*8 701-056 Bearing, Bali 9 9

9 701-915 Race, Bali Bearing 1 1

10 701-935 Insert 1 1

701-295 & 801-309 SWIVEL ASSEMBLY

ITEM PART
NO. NO. DESCRIPTION QTY.

1 711-607 Nylon Washer 1

2 701-387 Swivel 1

3 701-386 Bali Bearing Race 1

*4 701-381 Bali Bearings 12

5 701-385 Packing Gland 1

*6 701-383 Leather Packing 2

*7 701-384 Packing Washer 1

*8 701-382 Packing Spring 1

9 701-388 Swivel Body 1

10 808-555 Nipple, Hex 1




